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B806 weigh-price-labeler

The weigh-price-labeler with all the right answers

Specifications

Configuration: The B806 can be configured to
transport the packs from left to right or right to left.

Speed: Up to 60 packs per minute

Scale Capacity: 17 lb

Division Size: 0.01 lb

Minimum Weight: 0.20 lb

Maximum Tare Weight: 17 lb

Pack Size (max.): L 9.84” x W 11” x H  7.87”
Longer packs, up to 19.7” can be accommodated
by repositioning the conveyors.

Indicator Enclosure:
Mild steel, electro-plated and painted

Power: 115 V AC / 230V AC, 50/60 Hz single phase

Operating Temperature: 14° to 104° F (–10° to 40° C)

RS-232 Serial Port:
Interface with scanners or computers

Agencies:
NTEP at 1700 divisions, Class III, UL, USDA

Printing

Thermal direct printing

Print Width: 3.00”

Label Width: 1.46”, 3.46” maximum

Label Length: 1.46”, 3.93” maximum

Roll Diameter: 8.66”

Variable formats for total labels:
Up to 100 print fields can be printed on each label
including:
10 PLU text fields Six ingredient text fields
Three dates Three date texts
Time Pagination number
Fixed texts Article number
Bar code Six advertising text fields

Each print field may be independently rotated through
0°, 90°, 180° and 270° (except the bar code fields
which are printed in 0° and 180°).

Bar code formats: EAN 13, ITF 2 of 5, Code 39,
EAN 128, Code 128, UPC and others

Weigh-Tronix
and Avery Berkel
together provide
the ultimate in
weigh-price labelers.

From label position
and information,
to applicator
pressure and
conveyor speed:
just one key press
starts the entire
trouble-free process,
handling up to 60
packs per minute.

Options

Additional infeed conveyor— Separates and controls
packs that are bunched together or erratically fed into
the B806. Ensures packs are separated before they
are presented for weighing, thereby avoiding non-
weighed packs and unnecessary additional handling.

Additional infeed guides— Assists in positioning packs.

Drawbridge reject mechanism— Bridge lifts up to
remove out-of-tolerance packs or packs without labels.
Additional air supply required (customer to provide).

Printer door—
Provides additional protection in hostile environments.

1 MB additional RAM—
Accommodates up to 2000 PLUs.

Ethernet Kit— Enables long distance (over 50 ft)
communication and additional connectivity.

Dimensions

Avery Weigh-Tronix Canada, ULC
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The weigh-price-labeler
with all the right answers
The B806 is the most flexible solution to the automatic weigh-price-labeling of a huge variety
of products.

Compact and user-friendly, the system is ideal for both industrial and rear of store packing
operations. Whatever you want to pack, however you want to do it – the B806 has the answer.

Comprehensive labeling
With the B806, you can meet
customers’ label requirements, now
and in the future. Label formats can
be designed quickly and simply, and
then assigned to PLUs. Up to 250
different label formats can be stored
in the B806 and up to 100 print
fields can be printed on each label,
including:

• 10 PLU text fields
• Six Ingredient text fields
• Three dates
• Three date texts
• Time
• Pagination number
• Fixed texts
• Article number
• Bar code in a choice of formats
• Six advertising text fields

Precise labeling – every time
The B806 ensures that labels are
applied in the right position time after
time, no matter what the pack height,
contour or orientation. This guarantees
smooth, trouble-free operation for your
production line and high quality display
case presentation.

Ice-cool precision
Frozen and chilled products are no
problem to the B806, as packs can be
labeled through moisture or an ice film.

Delicate touch
The correct applicator force for each
product is contained in the PLU,
ensuring every pack and its contents
is labeled with the ideal pressure.

Mixed packing runs
The B806 adapts automatically for
varying height packs of up to 7.87”,
allowing a mixture of pack heights to
be handled without the need for
machine adjustments.

Conveyor speed control
Three speed settings can
be selected within the PLU
to ideally suit packs and
their contents. Even the
acceleration/deceleration
rate can be modified to
provide the ultimate in
pack handling and control.

Even more flexibility
Each print field can be rotated
through four orientations.
Bar codes are normally printed in
two orientations.

Weight bands
This extremely flexible facility
triggers the printing of alternative
information on the label depending
on pack weight e.g. the feature can
be used for whole chickens where
the price per lb and product
description may change depending
on the weight of the bird.

Management control
With its comprehensive totals
facilities, the B806 enables you to
control packing runs to your exact

requirements, and provide detailed
management information on the
packing run. Target totals can be
preset for packing into boxes and/or
pallets by quantity, weight or value.
When the run is over, totals by
product, customer, weight and value
for each PLU are all available for
maximum security and efficient
production control.

Data Management
Machine setup, totals and product
data can be stored on a 3-1/2"
floppy diskette. Total data is stored
in CSV (comma separated values)
format enabling reports to be easily
customized. Standard RS232
provides convenient transfer to data
management software.

Three modes of operation
The B806 offers three modes of
operation to suit your packing
needs. In default mode, the system
transports, weighs and labels the
pack automatically. In manual mode
the operator can place the packs
onto the weighing conveyor and
apply the label by hand. Alterna-
tively, the system can be set up for
packs to pass through the B806
without stopping, with weighing and
labeling immobilized.

The ulimate in pack handling and control
If you are looking for the ultimate in pack handling and control, the
B806 is it. The B806 can store up to 1,000 PLUs (expandable to 2000
with additional RAM). The system encapsulates all information needed
to weigh, price and label each pack perfectly – every time – within a
single PLU. From label position and information, to applicator pressure
and conveyor speed: just one key press starts the entire trouble-free
process, handling up to 60 packs per minute.

Simple screen display Sorting by weight

Weight band table Packing run with box and pallet total

Hygienic stainless steel construction
To comply with hygiene regulations, all
food contact parts are manufactured in
stainless steel.
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